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	Procedure
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	Procedure
	1. From the Main Menu, select System Configuration, then select Slot Configuration. The following...

	Procedure
	2. Position the cursor next to the slot you wish to configure and press <Enter>. The following me...
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	Procedure
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	Procedure
	1. From the DNX Main Menu, select System Configuration. Place your cursor on the System Configura...
	2. Place your cursor on the Users field and press <Enter>.
	3. Press A and a new screen appears.
	4. Enter a Name, Audit trail identifier, password, and confirm the password. Select a Security le...
	5. To save changes, type X.
	6. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y.
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	Procedure
	1. From the DNX Main Menu, select System Configuration, then select Users Menu. The Users Profile...
	2. Select the user login to be changed using the SPACEBAR, BACKSPACE or arrow keys, then press <E...
	3. Edit the information on the User Configuration Menu. For details, refer to the previous sectio...
	4. To save changes, type X.
	5. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y.
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	Procedure
	1. From the Users Profile Manager Menu, put the cursor on the Name of the user to be deleted and ...
	2. At the “Are you sure? (Y/N)” prompt, enter Y to confirm.
	3. Press X to return to the System Configuration Menu.
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	Procedure
	1. From the Main Menu, select System Configuration. Place your cursor on System Configuration and...
	2. Then select Port IP Addresses. Place your cursor on the Port IP Addresses field and press <Ent...
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	1. From the Main Menu, select System Configuration. Place your cursor on the System Configuration...
	2. Then select Date and Time. Place your cursor on the Date and Time field and press <Enter>.
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	Save and Restore Database
	NOTE:
	Saving the DNX’s Configuration to a Host

	Procedure
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	3. From the DNX Main Menu, select System Configuration. Place your cursor on the System Configura...
	4. Then select Save/Restore Database. Place your cursor on the Save/ Restore Database field and p...
	5. Enter the remote host’s IP address and the directory on the host where the DNX’s files are to ...
	6. Type S to execute the Save Database command and exit the menu.
	7. Type Y at the confirmation screen. The progress of the transfer will appear on the screen. If ...
	Restoring the DNX’s Configuration Data from a Host

	Procedure
	1. Run the host’s TFTP server.
	2. From the DNX Main Menu, select System Configuration, then select Save/Restore Database.
	3. The remote host’s IP address and directory where this DNX’s configuration was saved will appea...
	4. Type R to execute the Restore Database command and exit the menu.
	5. Type Y at the confirmation screen. The progress of the transfer will appear on the screen. If ...
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	1. From the DNX Main Menu, select Connection Maps Manager Menu. Place your cursor on the Connecti...
	2. Then place your cursor on the Map Definition field and press <Enter>.
	4-4. Map Definition Menu.
	2. Select the Map No. and press <Enter>.
	3. Modify the Map Name and Description fields.


	Reminder:
	4. Type X. Changes are saved and you return to the Connection Maps Manager Menu.


	Activating A Map
	Description
	Procedure
	1. From the DNX Main Menu, select Connection Maps Manager Menu. Place your cursor on the Connecti...
	2. Then place your cursor on the Map Configuration field and press <Enter>. The following menu ap...
	4-5. Map Configuration Menu.
	2. Move the cursor to the map to be activated. Type A.
	3. Note that the Status entry for the map changes to Active. There can only be one active map at ...
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	Displaying Any Map
	1. From the DNX Main Menu, select Connection Maps Manager Menu. Place your cursor on the Connecti...
	2. Then place your cursor on the Map Configuration field and press <Enter>. The following menu ap...
	4-6. Maps Configuration Menu.
	3. Select the Map No. and press <Enter>. The following menu appears.
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	Description
	NOTE
	Procedure
	1. Display a map.
	2. Type F.
	4-8. Connection Filter Configuration.
	3. Specify one or more filter criteria.
	4. To save changes, type X.
	5. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y. Exit the previous menu.
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	Adding A New Connection
	Description
	Procedure
	1. Display a map.
	2. Type A.
	4-9. Add A New Connection Screen.
	3. Identify the characteristics of the connection. See “Connection Fields” for details.
	4. When done type S or X to save the connection information.
	5. You are prompted: “View timeslot allocation? Are you sure? (Y/N)”.
	6. Type Y to display the timeslot allocation. Go on to step 7. If you type N, the timeslot alloca...


	Procedure (cont.)
	4-10. Change Connection Screen.
	7. To save changes, type X.
	8. When prompted: “Update Configuration? Are you sure (Y/N?)” Type Y.
	9. Type X to return to the Configuration Map Menu.
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	Connection Field Descriptions (cont.)
	Changing An Existing Connection
	Description
	Procedure
	1. Display a map.
	2. Move the cursor to the connection to be changed and press <Enter>.
	4-11. Change Connection Screen.
	3. To display all connections type V.
	4. If needed, change the Speed for the connection.
	5. To reassign a Timeslot assignment:
	6. To save changes, type X.
	7. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y.
	8. Type X to return to the Configuration Map Menu.



	Testing a connection
	Description
	Procedure
	1. Display a map.
	2. To test a connection, move the cursor to the Name where the connection is located and press T.
	4-12. Test Connection Screen.
	3. Specify the type of test in the Test Id field.
	4. Specify where the test will be run in the TESTER slot port field.
	5. To save changes and exit to the Active Map menu, type X and confirm action when prompted by ty...
	6. To restore a connection that has been put under test, on the Map Configuration screen, move th...
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	Listening To A Connection
	Description
	Procedure
	1. Display a map.
	2. Locate the cursor on a Broadcast Master connection and type L.
	4-13. Add A New Connection Screen (Listen-only).
	3. Identify the destination. See “Connection Fields” for details.
	4. When done, type S or X to save the connection information.
	5. View the timeslot allocation. Make changes and save, if needed. See “Changing a Connection” fo...
	6. Type X to return to the Configuration Map Menu.
	7. To add more destinations that listen to a Broadcast Master, repeat steps 2 through 6.



	Copying A Map
	Description
	NOTE:
	Procedure
	1. From the DNX Main Menu, select Connection Map Manager, then select Map Configuration.
	2. Move the cursor to the map that will become the copy and type T. You can tag one or more maps ...
	3. Move the cursor to the map that will be used as the source and type C.
	4. Confirm the copy action. The DNX displays: “Copy map X to the tagged maps? Are you sure (Y/N)?...
	5. If you want to make changes to one of the copies, move the cursor to the map and press <Enter>.
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	Procedure
	1. From the DNX Main Menu, select Configuration Maps Manager, then select Time of Day Configurati...
	4-14. Time and Day Configuration Menu.
	2. Check the day, date and time appearing at the top of this screen. If it does not match the cur...
	3. For each day, there are five blocks. To schedule a map for activation, enter the time using 24...
	4. To save changes, type X.
	5. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y.
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	4-15. Sample Schedule screen.
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	Description
	NOTE:
	Procedure
	1. From the Main Menu, select Connection Maps Manager. Place your cursor on the Connection Maps M...
	2. Then place your cursor on the Date and Time field and press <Enter>. The following screen appe...
	4-16. Date and Time Menu.
	3. Scroll through the options for each field until the correct values display on the screen.


	Reminder:
	4. Type X. To confirm action when prompted, type Y. Changes are saved and you return to the previ...
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	Saving the DNX’s Configuration Data To A Host
	Description
	Procedure
	1. Create a directory on the host that will be used to store the DNX’s configuration. Because the...
	2. Run the host’s TFTP server.
	3. From the DNX Main Menu, select System Configuration. Place your cursor on the System Configura...
	4. Then place your cursor on the Save/Restore Database field and press <Enter>. The following scr...
	4-17. Save and Restore Database Menu.
	5. Enter the remote host’s IP address and the directory on the host where this DNX’s files are to...
	6. Type S to execute the Save Database command and exit the menu.
	7. Type Y at the confirmation screen. The progress of the transfer will appear on the screen. If ...
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	Description
	Procedure
	1. Run the host’s TFTP server.
	2. From the DNX Main Menu, select System Configuration. Place your cursor on the System Configura...
	3. Then place your cursor on the Save/Restore Database field and press <Enter>. The following scr...
	4-18. Save and Restore Database Menu.
	4. The remote host’s IP address and directory where this DNX’s configuration was saved will appea...
	5. Type R to execute the Restore Database command and exit the menu.
	6. Type Y at the confirmation screen. The progress of the transfer will appear on the screen. If ...
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	1. From the DNX Main Menu, select Events. Place your cursor on the Events field and press <Enter>.
	2. Then place your cursor on the Monitor Events field and press <Enter>. The following screen app...
	6-1. System Events Menu.
	3. To clear the Event Log, type C and confirm.
	4. To exit the screen and return to the previous menu, press Esc.


	Display Event Log
	Description
	Related Tasks
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	1. From the Main Menu, select Events. Place your cursor on the Events field and press <Enter>.
	2. Then place your cursor on the Event Log field and press <Enter>.
	3. To exit the screen and return to the previous menu, press Esc.
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	Procedure
	1. From the Main Menu, select Events. Place your cursor on the Events field and press <Enter>.
	2. Then place your cursor on the Event Configuration field and press <Enter>.
	3. To send log events to a remote host, select Yes in the Log events to syslog field. Specify the...
	4. Type X and confirm action when prompted, by typing Y. Changes are saved and you return to the ...
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	Procedures
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the Copy File System field and press <Enter>. This message displays:...
	3. Type Y. All configuration files are copied to the Standby Manager Card. When the configuration...
	7-2. Copy File System Menu.

	Switchover SMCs
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	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the Switchover SMCs field and press <Enter>. This message displays: ...
	7-3. Switchover SMC Menu.
	3. Type Y. The standby SMC goes “on-line” (becomes active), and the on- line System Manger Card g...


	MIB Table
	Description
	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the MIB Table field and press <Enter>.
	3. Press any key to display more of the MIB display.
	7-4. MIB Display.

	Ping
	Description
	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the Ping field and press <Enter>.
	3. Enter the node address, count and length, then type S. The unit responds with ping statistics....
	4. Type S to stop ping.
	5. Press Esc to return to the previous menu.
	7-5. Ping Menu Display.

	Ping Field Descriptions
	IP Route Table
	Description
	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities screen and press ...
	2. Then place your cursor on the IP Route Table field and press <Enter>. The following screen app...
	7-6. IP Route Table Menu.

	Procedure (cont.)
	3. If you select Show IP Route, enter the Requested route. Requested route: This field allows you...
	7-7. Show IP Route Menu.

	Procedure (cont.)
	4. If you select Dump IP Route, enter the Route/Address. Route/Address: This address is the desti...
	7-8. Dump IP Route.
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	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the ARP Table field and press <Enter>.
	3. Press any key to continue.
	7-9. ARP Table Utility Display.
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	Return to Default Settings
	Description
	CAUTION:
	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the Return to Default Settings field and press <Enter>. This message...
	3. Type Y. The system returns to the default settings.
	7-10. Default Settings Display.

	Backplane Timeslots Display
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	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the Backplane Timeslots Display field and press <Enter>.
	3. Press <Enter> to continue displaying backplane timeslots or press any other key to exit.
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	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the Initialize SMC Rear Card Modem field and press <Enter>. The comm...
	7-12. Initialize SMC Rear Card Modem.
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	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the File System Debug Counters and press <Enter>.
	3. Press any key to exit this screen and return to the previous menu.
	7-13. File System Debug Counters.

	Download Devices Software
	Description
	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the Download Devices Software field and press <Enter>.
	3. All LEDs will flash once the application module has received the program from the SMC via the ...
	7-14. Download Devices Software.
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	CAUTION:
	Before You Begin
	Procedure
	1. From the DNX Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	2. Then place your cursor on the Reset All Channel Cards field and press <Enter>. This message di...
	3. Type Y. The system resets all channel cards.
	7-15. Reset All Channel Cards.
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	Before You Begin
	10-1. Node Summary Menu.
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	Quad DS-1 Main Menu
	10-2. DS-1 Main Menu.

	Configuring Quad DS-1 Module Parameters
	NOTE:
	Procedure
	1. From the Main Menu, select Node Summary
	2. Select a Slot that has been configured for Quad DS-1
	3. From the Quad DS-1 menu, select Configuration. Place your cursor on the Configuration field an...
	10-3. Quad DS-1 Card Port Configuration Menu.
	4. Configure all parameters for each port. See Configuration Field Descriptions on the following ...
	5. To save changes, type X.
	6. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y.


	NOTE:
	Configuration Field Descriptions

	Viewing ESF Statistics for the Quad DS-1 Module
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad DS-1.
	3. From the Quad DS-1 menu, select Statistics. Place your cursor on the Statistics field and pres...
	4. From the ESF Statistics Menu, select ESF Statistics. Place your cursor on the ESF Statistics f...
	10-4. ESF Statistics screen.

	ESF Statistics Field Descriptions

	Viewing ESF Registers for the Quad DS-1 Module
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad DS-1.
	3. From the Quad DS-1 menu, select Statistics. Place your cursor on the Statistics field and pres...
	4. From the ESF Statistics Menu, select ESF Registers. Place your cursor on the ESF Registers fie...
	10-5. ESF Registers Summary screen.
	10-6. ESF Registers.
	Procedure (cont.)
	5. From the ESF Registers Summary menu, select a port to access the ESF Registers. Place your cur...


	Quad DS-1 Module Diagnostics
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad DS-1.
	3. From the Quad DS-1 menu, select Diagnostics. Place your cursor on Diagnostics and press <Enter...
	10-7. Quad DS-1 Diagnostics Menu.


	Diagnostics Field Descriptions
	Quad DS-1 Module Utilities
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad DS-1.
	3. From the Quad DS-1 menu, select Utilities. Place your cursor on Utilities and press <Enter>. T...
	10-8. Quad DS-1 Utilities Menu.

	NOTE:
	10-9. Board Status Screen.
	10-10. Reset Quad DS-1 Board.
	10-11. Monitor Backplane Integrity.
	10-12. Voice Control Signal Display.
	10-13. Dump Connection Statistics.
	10-14. System Manager Interface.


	Quad DS-1 About Menu
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad DS-1.
	3. From the DS-1 Main Menu, select About. Place your cursor on the About field and press <Enter>....
	10-15. Quad DS-1 About Menu.
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	Before You Begin
	11-1. Node Summary Menu.

	Quad High Speed Module Main Menu
	11-2. Quad High Speed Main Menu.

	Configuring Quad High Speed Module Parameters
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad High Speed.
	3. From the QHS main menu, select Configuration. Place your cursor on Configuration and press <En...
	11-3. Quad High Speed Configuration Menu.
	4. Configure all parameters for each port. For field descriptions, see the following page.
	5. To save changes, type X.
	6. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y.



	QHS Configuration Field Descriptions
	NOTE:
	NOTE:

	Quad High Speed Data Module Diagnostics
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad High Speed.
	3. From the QHS Main Menu, select Diagnostics. Place your cursor on the Diagnostics field and pre...
	11-4. QHS Diagnostics Menu.


	QHS Diagnostics Menu Field Descriptions
	11-5. Local and Remote Loops.
	NOTE:

	Quad High Speed Utilities
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad High Speed.
	3. From the QHS Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	11-6. Utilities Menu.

	NOTE:

	Quad High Speed About Menu
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad High Speed.
	3. From the QHS Main Menu, select About. Place your cursor on the About field and press <Enter>. ...
	11-7. About Menu.
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	Before You Begin
	T-3 Main Menu
	Configuring The T-3 Module Parameters
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for T-3.
	3. From the T-3 Main Menu, select Configuration. Place your cursor on the Configuration field and...
	12-3. T-3 Configuration Menu.

	T-1 Configuration
	Procedure
	4. From the Main Menu, select Node Summary.
	5. Select a Slot that has been configured for T-3.
	6. From the T-3 Main Menu, select Configuration. Place your cursor on the Configuration field and...
	7. Select T-1 Configuration from the Configuration Menu. Place your cursor on the T-1 Configurati...
	12-4. T-1 Configuration Manager Menu.
	8. To change a parameter for an individual channel, move the cursor to the channel to be changed ...
	9. To copy an existing configuration for a channel to all other channels, move the cursor to the ...
	10. To save changes, type X.
	11. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y.
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	12-5. T-1 Channel Configuration Menu.

	T-3 Port Configuration Menu
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for T-3.
	3. From the T-3 Main Menu, select Configuration. Place your cursor on the Configuration field and...
	4. From the Configuration menu select T-3 Configuration. Place your cursor on the T-3 Configurati...
	12-6. T-3 Port Configuration Menu.
	5. Select T-3 multiplexing parameters from here. Refer to the field descriptions on the following...
	6. To save changes, type X.
	7. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y.
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	NOTE:
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for T-3.
	3. From the T-3 Main Menu, select Configuration. Place your cursor on the Configuration field and...
	12-7. Options Menu.

	T-3 Module Diagnostics
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for T-3.
	3. From the T-3 Main Menu, select Diagnostics. Place your cursor on the Diagnostics field and pre...
	12-8. Diagnostics Menu.

	Diagnostics Menu Field Descriptions
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	12-9. Line Diagnostics Center.

	T-3 Module Utilities
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for T-3.
	3. From the T-3 main menu, select Utilities. Place your cursor on the Utilities field and press <...
	12-10. Utilities Menu.

	Utilities Menu Field Descriptions
	T-3 About Menu
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for T-3.
	3. From the T-3 Main Menu, select About. Place your cursor on the About field and press <Enter>. ...
	12-12. About Menu.

	About Menu Field Descriptions

	dnxsec13.pdf
	13 Quad OCU
	Before You Begin
	13-1. Node Summary Menu.

	Quad OCU Module Main Menu
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad OCU.
	3. From the OCU Main Menu, select Configuration. Place your cursor on the Configuration field and...
	13-2. Quad OCU Main Menu.

	Configuring Quad OCU Module Parameters
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad OCU.
	3. From the OCU Main Menu, select Configuration. Place your cursor on the Configuration field and...
	13-3. Configuration Manager Menu.
	4. To configure each of the parameters displayed in the Configuration Manager screen, place your ...

	13-4. Configuration submenu.

	Procedure (cont.)
	5. Modify the field data using the field descriptions that follow this text.
	6. To save changes, type X.
	7. When prompted: “Update Configuration? Are you sure (Y/N)?” Type Y.

	Configuration Menu Field Descriptions
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad OCU.
	3. From the OCU Main Menu, select Diagnostics. Place your cursor on the Diagnostics field and pre...
	13-5. Diagnostics Menu.
	4. Select Line Diagnostics Center to display the Diagnostics Monitor. This submenu allows you to ...

	13-6. Diagnostics Monitor Submenu.

	Procedure (cont.)
	5. Select the type of loopback or BERT test by the appropriate letter as indicated in the bracket...

	Diagnostics Monitor Field Descriptions
	Quad OCU Module Utilities
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad OCU.
	3. From the OCU Main Menu, select Utilities. Place your cursor on the Utilities field and press <...
	13-7. OCU Utilities Menu.

	OCU Utilities Menu Field Descriptions
	13-8. Board Status Screen.
	13-9. Monitor System Clocks Screen.
	13-10. Monitor Backplane Integrity screen.
	13-11. Reset QOCU Board.
	13-12. SMC Interface Status screen.

	Quad OCU About Menu
	Procedure
	1. From the Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad OCU.
	3. From the OCU Main Menu, select About. Place your cursor on the About field and press <Enter>. ...
	13-13. Quad OCU About Menu.

	Quad OCU About Menu Field Descriptions

	dnxsec14.pdf
	14 Quad T-1 with xDSL
	Before You Begin
	14-1. Node Summary Menu.
	14-2. Quad T-1 Main Menu with DSL Port Management.

	Quad T-1 with xDSL Module Configuration
	NOTE:
	Procedure
	1. From the Main Menu, select Node Summary
	2. Select a slot that has been configured for Quad T-1.
	3. From the Quad T-1 Main Menu, select Configuration. Place your cursor on the Configuration fiel...
	14-3. Quad T-1 Card Port Configuration Menu.
	4. Configure all parameters for each port (refer to the field descriptions that follow).
	5. To save changes, type X.
	6. When prompted: “Update Configured? Are you sure (Y/N)?” Type Y.


	Quad T-1 Card Port Configuration Field Descriptions
	ESF Statistics
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad T-1.
	3. From the Quad T-1 menu, select Statistics. Place your cursor on the Statistics field and press...
	14-4. ESF Statistics Menu.
	4. From the ESF Statistics Menu, select ESF Statistics. Place your cursor on the ESF Statistics f...

	14-5. ESF Statistics screen.
	5. To exit or return to the previous menu, type X or press Esc.


	ESF Statistics Field descriptions
	ESF Registers
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad T-1.
	3. From the Quad T-1 menu, select Registers. Place your cursor on the Registers field and press <...
	14-6. ESF Statistics screen.
	14-7. ESF Registers Summary screen.
	14-8. ESF Registers displayed.

	ESF Registers Field Descriptions
	Quad T-1 Module Diagnostics
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad T-1.
	3. From the Quad T-1 menu, select Diagnostics. Place your cursor on the Diagnostics field and pre...
	14-9. Quad T-1 Diagnostics Menu.
	4. For ports 1 through 4, select one of the following test patterns:
	5. Choose one of the following actions to:
	6. When done, go to the DSL Port Management Menu to set up loopback commands.


	DSL Port Management for the Quad T-1 with xDSL Module
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad T-1.
	3. From the Quad T-1 menu, select DSL Port Management. Place your cursor on the DSL Port Manageme...
	14-10. Quad T-1 Main Menu.
	14-11. DSL Port Management Menu.
	Procedure (cont.)
	4. At the DSL Port Management menu, place your cursor on one of the four ports and press <Enter>....
	5. Press the SPACE BAR twice to access the next menu, which is the Maintenance Terminal Main Menu...


	14-12. Maintenance Terminal Main Menu.
	14-13. View Span Status Screen.
	14-14. Set Clock Screen.
	NOTE:
	14-15. Option C - System Settings Screen.
	14-16. Option D - Loopback Menu.
	14-17. Option E - View Performance Data Menu.
	14-18. Option F - View Performance History Menu.
	14-19. Option G - View Alarm History Menu.
	14-20. Option H - Enter Circuit ID #.


	Quad T-1 Module Utilities
	NOTE:

	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad T-1.
	3. From the Quad T-1 menu, select Utilities. Place your cursor on the Utilities field and press <...
	14-21. Quad T-1 Utilities Menu.

	Quad T-1 Utilities Menu Field Descriptions
	Quad T-1 with xDSL Module About Menu
	Procedure
	1. From the DNX Main Menu, select Node Summary.
	2. Select a Slot that has been configured for Quad T-1.
	3. From the Quad T-1 menu, select About. Place your cursor on the About field and press <Enter>. ...
	14-22. Quad T-1 About Menu.

	About Menu Field Descriptions
	Table 1: Quad T-1 with xDSL Module Specifications.
	14-19. HDSL Module.

	HDSL Interface
	Table 2: Pin Assignments

	Locally-Powered HDSL Configuration
	Table 3: Locally-Powered HDSL Configuration

	Line Grounding
	Table 4: Line Grounding

	PCB Rev. 0 Resistor Jumper
	Table 5: PCB Rev. 0 Ohm Resistor Jumper

	Indicators
	Table 6: Indicators

	Dip Switch Settings
	Table 7: Dip Switch Settings




